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DESCRIPTION: Housings for filtration of hot water with neutral pH and drinking water. 
Domestic use: filtration and treatment of drinking water, protection of taps, boilers, washing 
machines, and other installations 
Technical use: pre-filtration, micro-filtration; protection of pumps, heating systems, softeners, 
demineralising and chlorine-removing appliances, reverse osmosis units. Demuding function included 
installing before the heater. 
 
TECHNICAL DATA: Maximum pressure 8 Bar. Maximum temperature 80 °C. Non-toxic materials.  
Head and ring nut and glass: reinforced polyamide. O-ring: ETP. Vent valve: polypropylene body 
with ETP O-ring. 
 
Dimensions and Attacks  for containers with opaque glass with IN / OUT connections, with 
plastic thread, plastic female (FP) 
 

Cartridge 
height 

Attacks 
IN/OUT 

mm 
A 

mm 
B 

5” ½” 191 133 

5” ¾” 191 133 

5” 1” 197 145 

7” ½” 241 133 

7” ¾” 241 133 

7” 1” 247 145 

10” ½” 315 133 

10” ¾” 315 133 

10” 1” 321 145 

20” ½” 571 133 

20” ¾” 571 133 

20” 1” 577 145 

               
SEALING AND ASSEMBLY: 
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